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Processor System 
CPU  

Intel® Gemini Lake N4120 1.1Ghz up to 2.6Ghz processors, 

TDP 6W    

Chipset Intel® Gemini Lake Express Chipset 

Memory Technology  1 x DDR4  SO-DIMM socket, max support 8GB 

Storage 
SATA 3.0 1 x 2.5” SATA III Device  

M.2 1 x M.2 2280 SSD, support Intel® CNVi 

Front I/O USB 2 

Network LAN Realtek 8111H Gigabit fast Ethernet Controller 

Audio  6-Channel HD Audio Codec, Realtek ALC662 

 I/O Interface  

USB 3.0 x 4 

USB 2.0 x 2 

Display Port x 1 

HDMI x 1 

RJ45 x 1 

Audio x 1 Audio Jack (Line out / Line in/ MIC in)  

Optional Serial Port x 2, Parallel port x 1 

Options Expansion Smart Card Reader, VESA kit, WiFi/BT module 

Environment 
Operating temperature 0°C to 35°C  

Storage temperature -20°C to 60°C   

Operating System OS Support Windows 10 , Linux , Ubuntu 

Dimension Hardware 215(W) x 205(D) x 45(H)  mm 

Power Power adaptor DC 12V 

 

J401 Specification 

Features 

✓ J401 most competitively priced Win10 IoT Thin Client 

✓ Intel® Celeron® Processor Quad Core N4120, up to 2.5GHz 

✓ DDR4 SO-DIMM memory support up to 8GB 

✓ M.2 expansion slot for WiFi/BT, Intel® CNVi Supported 

✓ 4 x USB3.1 Gen 1 up to 5Gb/s, 6 x USB2.0 (ESD Protection)  

✓ Dual 4K Display via HDMI & Display Port 

✓ 2xSerial Port, 1 x Parallel Port (optional) 

✓ Optimized for Cloud & VDI solutions, Microsoft, VMware and 

Citrix 

 

Specification is subject to change without further notice. 


